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EX TENDED BENDING POWER

QUICK
ACCELERATION AND DECELERATION

With its direct transmission, FX BEND 3100 quickly reaches a 
maximum speed of 7.87 in/s and can slow down to the safety 
speed until it makes contact with the sheet metal.

PRECISE
DUE TO ITS INNOVATIVE DRIVE SYSTEM

FX BEND 3100 is the only electric press brake equipped with 
a direct drive system, a direct drive motor with bottom pull, 
without the use of connectors and moving parts, ensuring the 
utmost folding precision.

POWERFUL
ALONG THE ENTIRE BENDING LENGTH

FX BEND 3100 allows for the highest precision and bending 
possibilities with high tonnage (110 US tons maximum bending 
force), at any point along the bending length (120.5 in).

ECO-FRIENDLY
BECAUSE IT CONSUMES LESS ENERGY

FX BEND 3100 is extremely quick and efficient. It has low 
energy consumption, with an estimated average during bending 
of 10 kW. It needs little maintenance and does not require 
lubricants or other contaminants.

ERGONOMIC
IT IS EASY TO USE, INTUITIVE, 
AND COMFORTABLE FOR WORKERS

Speed and productivity would be meaningless without considering the 
people operating the machine. FX BEND 3100 was designed to be 
intuitive and easily accessible. The large beam opening and greater 
side room allow operators to work easily and remove tools from 
the side, while in the case of automation, the side access makes 
operation of the robotic arm easier.

STABLE
BECAUSE IT HAS A MONOBLOC STRUCTURE

The stability of the FX BEND 3100 is due to its structural robustness, 
a unique feature compared to other press brakes, because it consists 
of two interconnected casts made of Meehanite© normalized 
spherical cast iron, which has a strength of 700 N/mm2. This lends the 
machine greater stability, reliability, and precision during bending.

FOLD LENGTH 3060 mm
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Bending length (mm) 3060

Y axis stroke (mm) 300

Y axis speed (mm/sec) 200

Inclination (mm) (Y1-Y2) + - 10

Opening (mm) (table to ram) 630

6 AXES BACKGAUGE (X1-X2 - R1-R2 - Z1-Z2)

X axes stroke (mm) (6 axes X1-X2-R1-R2-Z1-Z2) 350 + 500

R axis stroke (mm) (6 axes X1-X2-R1-R2-Z1-Z2) 180

Z axis stroke (mm) (6 axes X1-X2-R1-R2-Z1-Z2) 2950

X axis speed (mm/sec) (6 axes X1-X2-R1-R2-Z1-Z2) 800 mm/s

R axis speed (mm/sec) (6 axes X1-X2-R1-R2-Z1-Z2) 600 mm/s

Z axis speed (mm/sec) (6 axes X1-X2-R1-R2-Z1-Z2) 800 mm/s

Connections wireless/ethernet YES

Connected load (kWa) 2x6

Approx. weight (kg) 8000

Euromac is a global leader in the production of sheet metal 
processing machines: Punching machines, Bending machines, 
Horizontal press brakes, and Shears.

Our solutions, including the latest lines of automated punching 
machines and press brakes, are cutting-edge thanks to the most 
recent technologies, ensuring flexibility and quality to meet the high 
demands of the market.

We are an Italian company with a global presence in the industry.


